THE CONTRACTOR SHALL VERIFY ALL JOB CONDITIONS AND DIMENSIONS BEFORE BEGINNING AORK.

SACRAMENTO DESIGN GROUP LIMITS ITS RESFPONSIBILITY TO INFORMATION REPRESENTED THEREIN AND THE INTENDED USE THEREOF AND ASSUMES NO RESFONSIBILITY FOR ACTUAL AS-BUILT CONDITIONS.
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LEGEND

FPLUMB. FIXTURE ROUGH-IN SCHED.

sD
®  DUPLEX RECEPTACLE QO SURFACE CEILING LIGHT FIXTURE ® SMOKE DETECTOR
220
® 220 VOLT RECEPTACLE ®  RECESSED MOUNTED LIGHT FIXTURE CEILING FAN n/ SEPARATELY
@qu’l 61 RECEPTACLE QO+ GURFACE MOUNTED LIGHT FIXTURE WITCHED LIGHT
F
P WP WATER PROOF GFI DUPLEX (o SURFACE MOUNTED FLOOD LT. O SURFACE MOUNTED
RECEPTACLE FLORESCENT LIGHT
SINGLE POLE SWITCH WRAP AROUND LENS

$
3
$  THREE POLE SWNITCH

-NF., STYLE AND COLOR.
P2. ALL MISC. PLUMBING FITTING ARE TO BE INCLUDED WITH INSTALLATION.
P3. PIPING DIAGRAMS ARE SCHEMATIC. EXACT LOCATION OF PIPING IS SUBJECT TO FIELD CONDTIONS. IF A
DISCREPANCY 1S FOUND, PLEASE NOTIFY THE ARCHITECT IF THE CONDITION CAN NOT BE RECTIFIED AT NO
ADDITIONAL COST TO THE OANER.
P4. PROVIDE INSULATED PIPE ARAP FOR ALL HOT WATER LINES.

GENERAL HVAC NOTES:

MI. MECHANICAL CONTRACTOR TO PROVIDE HVAC DESIGNS PER TITLE 24 CALCS. MECHANICAL GRILL LOCATIONS
(IF SHOWN) ARE APPROXIMATE LOCATIONS.

M2. PROVIDE 22"X30" MIN, ACCESS TO ATTIC AND INSTALL 24" WIDE PLATFORM PATH FROM ACCESS OPENING
ANY ATTIC MECHANICAL EQUIPMENT. PROVIDE LIGHT SWITCH AT OPENING AND OUTLET RECEPTACLE AT FAU PER
CMC 908.

GENERAL ELECTRICAL NOTES:

El. PROVIDE DEDICATED CIRCUITS FOR PER CEC.

E2. CONTRACTOR TO PURCHASE AND INSTALL ALL LIGHTING FIXTURES.

E3. ALL EXTERIOR, GARAGE AND BATH ROOM OUTLETS TO BE GFCI PROTECTED. EXTERIOR RECEPTACLES TO BE
WEATHER PROTECTED.

E4. CONTRACTOR TO DETERMINE APPROPRIATE CIRCUITS & CAPACITY, ELECTRICAL FIXTURE LOCATIONS ARE
APPROXIMATE, EXACT LOCATION TO BE DETERMINE ON SITE W/ OANER.

ES. IOV SMOKE DETECTORS W/ BATTERY BACKUP IN ALL BEDROOMS, HALLWNAYS AND CORRIDORS PER CBC
3loal

Eb. PROVIDE ARC-FAULT CIRCUITS-INTERUPTER PROTECTION TO ALL DAELLING UNITS BEDROOMS PER CEC
2l0-12(B).

E7. PROVIDE 3/4"¢ RACENAY OR A 3-WIRE WITH GROUND NM OR NM CABLE RATED AT A MIN. 40 AMPS FOR THE
SERVICE PANEL TO A 2-GANG BOX LOCATED IN THE GARAGE BETAEEN 18" AND 48" AFF. FOR FUTURE ELECTRIC
VEHICLE CHARGING CIRCUIT PER SAC. CO. CODE 2.

ES. BOND METALLIC GAS AND WATER PIPES TO THE SERVICE GROUND PER CEC 250-90 (A¢B).

E4. FIXTURES MORE THAN 16" IN ANY DIMENSION OR WEIGHS OVER 6 POUNDS SHALL NOT BE SUPPORTED BY THE
SCREW SHELL OF THE LAMP HOLDER AND CEILING FANS CAN NOT BE SUPPORTED BY THE QUTLET BOX SOLELY.
ElO. PROVIDE 2 OR MORE 20 AMP SMALL APPLIANCE BRANCH CIRCUITS EVENLY PROPORTIONED IN THE KITCHEN,
PANTRY, BREAKFAST ROOM, DINING ROOM OR SIMILAR AREA. SUCH CIRCUITS SHALL HAVE NO OTHER OUTLETS
PER CEC 210-52 (B) AND 220-4(B).

Ell. PROVIDE | OR MORE 20 AMP BRANCH CIRCUIT FOR BATHROOM(S). SUCH CIRCUITS SHALL HAVE NO OTHER
OUTLETS PER CEC 210-52(5D).

El2. PROVIDE STEEL ELECTRICAL BOX IN FIRE-RESISTIVE CEILING AND WALLS. SEPARATE ELECT. BOXES BACK
TO BACK IN FIRE-RESISTIVE WALLS BY A MINIMUM OF 24" HORZ. BOX AREA SHALL NOT EXCEED 16 SQ. IN. PER
CBC 104.1.

EI3. PROVIDE CONDUCTOR WIRES WITH AN INSULATED NEUTRAL AND A FOUR-PRONG OUTLET FOR DRYERS AND
COOKING UNITS PER CEC _250-140.

El4. LUMINAIRES IN BATHROOM, LAUNDRY ROOM, UTILITY ROOM, GARAGE, ALL OTHER ROOMS AND CLOSETS
GREATER THAN TOSQGFT SHALL BE HIGH EFICACY OR CONTROLLED BY AN OCCUPANCY SENSOR AS PER_2005
CALIFORNIA ENERGY CODE, SECTION 150(K).

EI5. LUMINAIRES IN ALL ROOMS OTHER THAN BATHROOMS, LAUNDRY ROOMS, UTILITY ROOMS, GARAGES AND
CLOSETS MORE THAN TOSGFT SHALL BE HIGH EFICACY OR CONTROLLED BY AN OCCUPANCY SENSOR OR DIMMER
AS PER 2005 CALIFORNIA ENERGY CODE, SECTION 150(K).

Ele. ALL QUTDOOR LIGHTING PROVIDED BY LUMINAIRES MOUNTED TO THE BUILDING SHALL BE HIGH EFICACY OR
CONTROLLED BY AN PHOTO CONTROL / MOTION SENSOR COMBO. AS PER 2005 CALIFORNIA ENERGY CODE,
SECTION 150(K).

EI7. ALL LUMINAIRES THAT ARE RECESSED INTO INSULATED CEILINGS SHALL BE RATED FOR INSULATION CONTACT
(IC RATED). THE HOUSING SHALL BE AIR TIGHT AS PER 2005 CALIFORNIA ENERGY CODE, SECTION I150(K).

El®. RECEPTACLE QUTLETS TO BE SPACED NO MORE THAN 12' APART AND 6' MAXIMUM FROM ANY WALL END OR
OPENING. RECEPTACLE OUTLETS ARE REQUIRED IN ANY WALL 2' OR GREATER AS PER CEC, ARTICLE2I0-52 (A).

FIXTURE VENT WASTE coLD HOT FU. (PRIV.)

BR. |OUT. [BR. [OUT. | BR. |OUT. [ W 5

WATER CLOSET (16 GPF) | 2 3 3 172 - - - 25 3
LAVITORY 11/2 2 (112 |3/4 [1/12 |3/4 | 1/2 I I
SHOWER 2 2 2 3/4 [ 1/12 [3/4 | 1/2 2
TUB/SHOWER 2 2 2 3/4 | 3/4 - - 3
DISHNASHER, SINK 11/2 2 (12 |12 172 1/2 I/2 15 2
BAR SINK 11/2 2 (12 |12 172 1/2 I/2 I I
CLOTHES WASHER 2 2 2 I/2 172 1/2 I/2 4 3
HOSE BIBB - - - 3/4 | 3/4 - - 254 | -

(2) NEA N. GAS
50-6AL HOT
WATER HEATER w/

SEISMIC STRAPS \

D EXHAUST HOOD w/ VENT TO

EXTERIOR

T NEW ELECTRICAL METER

BASE AND PANELS FOR
EACH UNIT

PLEASE REVIEN THE
GENERAL NOTES
FOR ROOM SPECIFIC
REGQUIREMENTS




